
EDGE OF STOCKPILE
AREA

SILT FENCE TEXTILE TO BE
SUPPORTED USING FENCE
POSTS AT 1500mm
CENTRES.

SILT FENCE TEXTILE TO BE Hy-TEX
TERRASTOP PREMIUM OR SIMILAR
APPROVED

SILT FENCE TEXTILE TO BE
EMBEDDED IN GROUND OR
ANCHORED USING CLEAN DRAINAGE
STONE. ENSURE THAT SILT FENCE IS
NOT BYPASSED BY FLOWS.
AS EITHER DETAIL A or DETAIL B

PLAN ON SILT FENCE AT STOCKPILE AREAS
SCALE 1:100

DETAIL A or
DETAIL B

DETAIL A or
DETAIL B

ELEVATION ON SILT FENCE AT STOCKPILE AREAS
SCALE 1:50

SILT FENCE TEXTILE
TO BE FIXED TO
SUPPORTING POST
AT 1500mm CENTRES
USING WIRE
STAPLES AT 150mm
CENTRES

SILT FENCE TEXTILE TO BE
EITHER EMBEDDED INTO
GROUND (SEE DETAIL A) OR
ANCHORED USIING CLEAN
DRAINAGE STONE (SEE
DETAIL B)

SILT FENCE
TEXTILE TO BE
Hy-TEX TERRASTOP
PREMIUM OR
SIMILAR APPROVED

DETAIL A
SCALE 1:50

FLOW
DIRECTION

SILT FENCE TEXTILE TO
BE Hy-TEX TERRASTOP
PREMIUM OR SIMILAR
APPROVED FIXED TO
UPSLOPE SIDE OF
SUPPORTING SLOPES

SILT FENCE TEXTILE TO BE ANCHORED
USING CLEAN DRAINAGE STONE (MIN
ANCHORAGE LENGTH TO BE 200mm)
AREA BEHIND SILT FENCE TO BE
MAINTAINED REGULARLY AND SILT
REMOVED AND BURIED

UNDISTURBED
VEGETATED
AREA

DETAIL B
SCALE 1:50

FLOW
DIRECTION

SILT FENCE TEXTILE TO
BE Hy-TEX TERRASTOP
PREMIUM OR SIMILAR
APPROVED FIXED TO
UPSLOPE SIDE OF
SUPPORTING SLOPES

SILT FENCE TEXTILE TO BE BURIED TO A
DEPTH OF 100mm BELOW EGL FOR WHOLE
LENGTH OF FENCE AND TRENCH
BACKFILLED

UNDISTURBED
VEGETATED
AREA

DRAINAGE
CHANNEL

FLOW
DIRECTION

OUT OF CHANNEL SILT
FENCE SUPPORT
POSTS TO BE
INSTALLED UPSTREAM
OF CHANNEL SUPPORT
POSTS

SILT FENCE TEXTILE TO
BE Hy-TEX TERRASTOP

PREMIUM OR SIMILAR
APPROVED FIXED TO
UPSTREAM SIDE OF

SUPPORT POSTS

PLAN ON SILT FENCE AT DRAINAGE CHANNEL
SCALE 1:100

ELEVATION ON SILT FENCE AT DRAINAGE CHANNEL
SCALE 1:50

SILT FENCE TEXTILE
TO BE Hy-TEX
TERRASTOP
PREMIUM OR
SIMILAR APPROVED

CARE REQUIRED
WHEN PLACING
TEXTILE AT BANKS
TO ENSURE THAT
SILT FENCE CANNOT
BE BYPASSED BY
FLOWS

SILT FENCE TEXTILE
TO BE BURIED TO A
DEPTH OF 100mm
BELOW EGL FOR
WHOLE LENGTH OF
FENCE AND TRENCH
BACKFILLED
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