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SECTION THROUGH NEW SITE ROAD CONSTRUCTION PHASE (CBR BETWEEN 1% and 2%)
SCALE 1:50
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SCALE 1:50

EXISTING SITE ROAD ROAD WIDENING WHERE REQUIRED

SUB BASE MATERIAL
(SEE NOTE)

NOTE:
ON SLOPING GROUND, ROAD WIDENING IS TO BE
CARRIED OUT ON THE HIGHER SIDE, WHERE PRACTICAL.
STRENGTH OF EXISTING ROAD TO BE DETERMINED BY
CIVIL DESIGNER.
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SCALE 1:50
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NOTE: SINGLE CROSSFALL IS ACCEPTABLE
FOR CONSTRUCTION ONLY.

DRAINAGE TO BE
DESIGNED BY CIVIL
WORKS DESIGNER.
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DESIGNED BY CIVIL
WORKS DESIGNER.
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SECTION THROUGH NEW SITE ROAD CONSTRUCTION PHASE (CBR BETWEEN 2% and 4%)
SCALE 1:50

6000 CLEARANCE MINIMUM

6000 CLEARANCE MINIMUM

6000 CLEARANCE MINIMUM

1. ALL DIMENSIONS ARE IN MILLIMETRES.

2. ALL LEVELS ARE SHOWN IN METRES ABOVE ORDNANCE DATUM.
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